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																	OPERATING INSTRUCTION MDR-3 UL 

These devices are pressure operated switches for direct control of motors connected across-the-line.  They 

are provided with integral ambient compensated, nonreplaceable thermal trip features and are suitable for 

providing motor overload protection. All devices:  A600 Pilot Duty; Enclosure Rating: Type 1 

Horsepower Ratings and Short Circuit Protection acc. to UL 508 

Contact Block 110 - 120 V 220 - 240 V 440 - 480 V 550 - 600 V Short Circuit Protection 

Type 1-ph 3-ph 1-ph 3-ph 1-ph 3-ph 1-ph 3-ph max. V max. Fuse 

SK-3 and SK-3-S 2 - 5 7 
1
/2 7 

1
/2 - 10 - 600 100 

SK-3H and SK-3H-S 2 - 3 7 
1
/2 7 

1
/2 15 10 20 600 100 

SK-3-S/2 Pole 2 - 5 - 7 
1
/2 - 10 - 600 100 

SK-3/2 Pole 2 - 5 - 7 
1
/2 - 10 - 600 100 

SK-R3/1 - - - - - 
1
/2 - ½ 600 15 A 

SK-R3/1,6 - - 
1
/10 

1
/3 - 

3
/4 - 1 600 15 A 

SK-R3/2,5 - - 
1
/6 

1
/2 

1
/2 1 

1
/2 1 

1
/2 600 15 A 

SK-R3/4 
1
/8 

1
/2 

1
/3 1 1 2 1 

1
/2 3 600 15 A 

SK-R3/6,3 
1
/4 

3
/4 

1
/2 1 

1
/2 2 3 2 5 600 25 A 

SK-R3/10 
1
/2 1 1 

1
/2 3 3 5 3 7 

1
/2 600 40 A 

SK-R3/16 1 2 2 5 5 10 7 
1
/2 10 600 60 A 

SK-R3/20 1 
1
/2 3 3 - - - 10 - 600 80 A 

SK-R3/24 2 - - 7 
1
/2 7 

1
/2 - 10 - 600 100 A 

SK-R3H/16 1 2 2 5 5 10 7 
1
/2 10 600 60 A 

SK-R3H/20 1 
1
/2 3 3 - - - 10 15 600 80 A 

SK-R3H/24 2 - - 7 
1
/2 7 

1
/2 15 10 20 600 100 A 

SK-R3/30/2 2 - 5 - - - - - 240 110 A 

1. Suitable for use on a circuit capable of delivering not more than 5000 rms symmetrical amperes,  

 600 V maximum (240 V maximum 1-ph for SK-R3/30/2) when protected by noontime delay fuses as 

 noted in the table above. 

2. Suitable for group fusing of 5 kA rms symmetrical amperes 600 V, 3-ph maximum  

 (SK-R3/30/2  240V, 1-ph max.) when protected by time delay fuses rated max. 100A. 

3. Use 75°C copper wire AWG 10 – AWG 14 

4. AC Motor Load 

5. Break all lines 

6.  Trip current is 125 % of dial setting 
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Max. operating pressure 

 

Max. operating pressure 

MDR 3/6 90 psi / 600 kPa 

 

MDR 3/11 160 psi / 1100 kPa 

MDR 3/16 230 psi / 1600 kPa 

 

MDR 3/25 360 psi / 2500 kPa 

 

Max. operating pressure 

 MDR 3/35 500 psi / 3500 kPa 

  


